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DIMENSIONI, PESO E IMBALLO    DIMENSIONS, WEIGHT AND PACKAGING  
 

MODELLO 
MODEL 

LUNGHEZZA  
LENGTH  

PROFONDITÀ 
DEPTH 

ALTEZZA 
HEIGHT 

PESO 
WEIGHT 

DIMENSIONE IMBALLO 
PACKAGING DIMENSIONS 

PESO con imballo 
CRATED WEIGHT 

mm in mm in mm in kg lb mm in kg lb 

L   920 980 38.58” 815 32.08” 1201 47.28” 80 176 1154x1099xH1584 45.4"x43.3"xH62.4" 126 278 

L 1320 1380 54.33” 815 32.08” 1201 47.28” 115 254 1654x1099xH1584 65.1"x43.3"xH62.4" 178 392 

L 1720 1780 70.08” 815 32.08” 1201 47.28” 150 331 2154x1099xH1584 84.8"x43.3"xH62.4" 230 507 

L 2120 2180 85.83” 815 32.08” 1201 47.28” 185 408 2654x1099xH1584 104.5"x43.3"xH62.4" 281 619 

L 2520 2580 101.57” 815 32.08” 1201 47.28” 220 485 2654x1099xH1584 104.5"x43.3"xH62.4" 316 697 

 
 
 
DATI TECNICI   TECHNICAL SPECIFICATIONS 
 

 

CON MOTORE A BORDO  
WITH BUILT-IN AIR-COOLED CONDENSING UNIT 

TENSIONE E FREQUENZA   VOLTAGE AND FREQUENCY 

MONOFASE - V/Ph/Hz  230/1/50 

MODELLO POTENZA ASSORBITA RESA CLASSE CLIMATICA TEMPERATURA DI ESERCIZIO 
MODEL CURRENT CONSUMPTION COOLING CAPACITY CLIMATE CLASS OPERATING TEMPERATURE 
 monofase 

230/1/50 
monofase 
230/1/50 

°C °F U.R.  
R.H. 

°C °F 

W A W/h 
-10°C  

BTU/h 
+14°F 

L   920 624 3.68 817 2.786 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 1320 658 3.83 817 2.786 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 1720 932 5.58 1096 3.737 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 2120 968 5.74 1096 3.737 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 2520 1078 5.88 1315 4.484 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 1720 con cella  
with storage unit 932 5.58 1096 3.737 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 2120 con cella  
with storage unit 968 5.74 1096 3.737 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 2520 con cella  
with storage unit 1078 5.88 1315 4.484 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

 
 

 

CON MOTORE A BORDO  
WITH BUILT-IN AIR-COOLED CONDENSING UNIT 

TENSIONE E FREQUENZA   VOLTAGE AND FREQUENCY 

MONOFASE - V/Ph/Hz  220/1/60 

MODELLO POTENZA ASSORBITA RESA CLASSE CLIMATICA TEMPERATURA DI ESERCIZIO 
MODEL CURRENT CONSUMPTION COOLING CAPACITY CLIMATE CLASS OPERATING TEMPERATURE 
 monofase 

220/1/60 
monofase 
220/1/60 

°C °F U.R.  
R.H. 

°C °F 

W A W/h 
-10°C  

BTU/h 
+14°F 

L   920 742 4.64 880 3.001 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 1320 776 4.79 880 3.001 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 1720 888 4.78 1100 3.751 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 2120 924 4.94 1100 3.751 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 2520 1092 5.21 1350 4.604 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 1720 con cella  
with storage unit 

888 4.78 1100 3.751 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 2120 con cella  
with storage unit 

924 4.94 1100 3.751 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 2520 con cella  
with storage unit 

1092 5.21 1350 4.604 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 
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DATI TECNICI   TECHNICAL SPECIFICATIONS 

 

 

CON MOTORE ENTRO 20 METRI  
WITH CONDENSING UNIT WITHIN 20 METERS 

TENSIONE E FREQUENZA   VOLTAGE AND FREQUENCY 

MONOFASE - V/Ph/Hz  230/1/50 

MODELLO POTENZA ASSORBITA RESA CLASSE CLIMATICA TEMPERATURA DI ESERCIZIO 
MODEL CURRENT CONSUMPTION COOLING CAPACITY CLIMATE CLASS OPERATING TEMPERATURE 
 monofase 

230/1/50 
monofase 
230/1/50 

°C °F U.R.  
R.H. 

°C °F 

W A W/h 
-10°C  

BTU/h 
+14°F 

L   920 1076 6.00 1096 3.737 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 1320 1236 5.75 1315 4.484 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 1720 1666 8.30 1448 4.938 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 2120 1774 8.76 1448 4.938 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 2520 1998 9.74 1448 4.938 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 1320 con cella  
with storage unit 1236 5.75 1315 4.484 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 1720 con cella  
with storage unit 1666 8.30 1448 4.938 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 2120 con cella  
with storage unit 1774 8.76 1448 4.938 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 2520 con cella  
with storage unit 1998 9.74 1448 4.938 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 
 
 
 
 
 
 
 
 
 

 

CON MOTORE ENTRO 20 METRI  
WITH CONDENSING UNIT WITHIN 20 METERS 

TENSIONE E FREQUENZA   VOLTAGE AND FREQUENCY 

MONOFASE - V/Ph/Hz  220/1/60 

MODELLO POTENZA ASSORBITA RESA CLASSE CLIMATICA TEMPERATURA DI ESERCIZIO 
MODEL CURRENT CONSUMPTION COOLING CAPACITY CLIMATE CLASS OPERATING TEMPERATURE 
 monofase 

220/1/60 
monofase 
220/1/60 

°C °F U.R.  
R.H. 

°C °F 

W A W/h 
-10°C  

BTU/h 
+14°F 

L   920 1032 5.20 1100 3.751 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 1320 1346 5.98 1375 4.689 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 1720 1663 9.20 1450 4.945 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 2120 1771 9.66 1450 4.945 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 2520 1995 10.64 1450 4.945 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 1320 con cella  
with storage unit 

1346 5.98 1375 4.689 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 1720 con cella  
with storage unit 

1663 9.20 1450 4.945 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 2120 con cella  
with storage unit 

1771 9.66 1450 4.945 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 

L 2520 con cella  
with storage unit 

1995 10.64 1450 4.945 25°C 77°F 60% +3°C;+8°C    +37.4°F; +46.4°F 
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DATI TECNICI   TECHNICAL SPECIFICATIONS 
 

 

UC  
CON MOTORE COLLEGATO 
WITH AIR-COOLED CONDENSING UNIT  

TENSIONE E FREQUENZA   VOLTAGE AND FREQUENCY 

MONOFASE - V/Ph/Hz  230/1/50 
     

MODELLO POTENZA ASSORBITA RESA CLASSE CLIMATICA TEMPERATURA DI ESERCIZIO 
MODEL CURRENT CONSUMPTION COOLING CAPACITY CLIMATE CLASS OPERATING TEMPERATURE 
 monofase   230/1/50 monofase   230/1/50 °C °F U.R.  

R.H. 
°C °F 

W A W/h  -30°C  BTU/h  -22°F 

L    950 624 3.68 817 2.786 25°C 77°F 60% +3°C; +8°C    +37.4°F; 46.4°F 

L  1350 658 3.83 817 2.786 25°C 77°F 60% +3°C; +8°C    +37.4°F; 46.4°F 

L  1750 932 5.58 1096 3.737 25°C 77°F 60% +3°C; +8°C    +37.4°F; 46.4°F 

L  2150 968 5.74 1096 3.737 25°C 77°F 60% +3°C; +8°C    +37.4°F; 46.4°F 

L  2550 1078 5.88 1315 4.484 25°C 77°F 60% +3°C; +8°C    +37.4°F; 46.4°F 

 

 

UC  
CON MOTORE COLLEGATO 
WITH AIR-COOLED CONDENSING UNIT  

TENSIONE E FREQUENZA   VOLTAGE AND FREQUENCY 

MONOFASE - V/Ph/Hz  220/1/60 
     

MODELLO POTENZA ASSORBITA RESA CLASSE CLIMATICA TEMPERATURA DI ESERCIZIO 
MODEL CURRENT CONSUMPTION COOLING CAPACITY CLIMATE CLASS OPERATING TEMPERATURE 
 monofase  220/1/60 monofase  220/1/60 °C °F U.R.  

R.H. 
°C °F 

W A W/h  -30°C  BTU/h  -22°F 

L    950 742 4.64 880 3.001 25°C 77°F 60% +3°C; +8°C    +37.4°F; 46.4°F 

L  1350 776 4.79 880 3.001 25°C 77°F 60% +3°C; +8°C    +37.4°F; 46.4°F 

L  1750 888 4.78 1100 3.751 25°C 77°F 60% +3°C; +8°C    +37.4°F; 46.4°F 

L  2150 924 4.94 1100 3.751 25°C 77°F 60% +3°C; +8°C    +37.4°F; 46.4°F 

L  2550 1092 5.21 1350 4.604 25°C 77°F 60% +3°C; +8°C    +37.4°F; 46.4°F 

 
 
 

 

CON MOTORE REMOTO ENTRO 20 METRI  
WITH CONDENSING UNIT WITHIN 20 METERS  

TENSIONE E FREQUENZA / VOLTAGE AND FREQUENCY 

MONOFASE - V/Ph/Hz  230/1/50 

     

MODELLO POTENZA ASSORBITA RESA CLASSE CLIMATICA TEMPERATURA DI ESERCIZIO 
MODEL CURRENT CONSUMPTION COOLING CAPACITY CLIMATE CLASS OPERATING TEMPERATURE 

 monofase  230/1/50 monofase  230/1/50 °C °F U.R.  
R.H. 

°C °F 
W A W/h  -10°C  BTU/h  -22°F 

L    950 1076 5.17 1096 3.737 25°C 77°F 60% +3°C; +8°C    +37.4°F; 46.4°F 

L  1350 1236 6.58 1315 4.484 25°C 77°F 60% +3°C; +8°C    +37.4°F; 46.4°F 

L  1750 1666 8.30 1448 4.938 25°C 77°F 60% +3°C; +8°C    +37.4°F; 46.4°F 

L  2150 1774 8.76 1448 4.938 25°C 77°F 60% +3°C; +8°C    +37.4°F; 46.4°F 

L  2550 1998 9.74 1448 4.938 25°C 77°F 60% +3°C; +8°C    +37.4°F; 46.4°F 
 
 
 

 

CON MOTORE REMOTO ENTRO 20 METRI  
WITH CONDENSING UNIT WITHIN 20 METERS  

TENSIONE E FREQUENZA / VOLTAGE AND FREQUENCY 

MONOFASE - V/Ph/Hz  220/1/60 

     

MODELLO POTENZA ASSORBITA RESA CLASSE CLIMATICA TEMPERATURA DI ESERCIZIO 
MODEL CURRENT CONSUMPTION COOLING CAPACITY CLIMATE CLASS OPERATING TEMPERATURE 

 monofase  220/1/60 monofase   220/1/60 °C °F U.R.  
R.H. 

°C °F 
W A W/h  -10°C  BTU/h  -22°F 

L    950 1032 5.20 1100 3.751 25°C 77°F 60% +3°C; +8°C    +37.4°F; 46.4°F 

L  1350 1346 5.98 1375 4.689 25°C 77°F 60% +3°C; +8°C    +37.4°F; 46.4°F 

L  1750 1663 9.20 1450 4.945 25°C 77°F 60% +3°C; +8°C    +37.4°F; 46.4°F 

L  2150 1771 9.66 1450 4.945 25°C 77°F 60% +3°C; +8°C    +37.4°F; 46.4°F 

L  2550 1995 10.64 1450 4.945 25°C 77°F 60% +3°C; +8°C    +37.4°F; 46.4°F 
 


