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FOOD PROCESSING EQUIPMENT

MEAT MINCER 12S
SKU: 125

ADDITIONAL INFORMATION

Power Kw 0.75

power supply 230V/1N/50Hz - 230-400V/3/50Hz

Hourly production

. -+ g
meat mincer (Kg/h) 100+160 Kg/h

Machine
dimensions (I x I x 400 x 250 x 500(h) mm
h mm)

net weight (kg) 21

gross weight (Kg) 23

packaging
dimensions (I x I x 470 x 300 x 480(h) mm
h mm)

packaging volume
(m3) o

Polished aluminium structure with stainless steel hopper - removable grinding unit in stainless steel AISI 304 low voltage controls - meat inlet @
52 mm - oiled gear motor. Equipped with enterprise system with stainless steel plate (holes @ 6 mm) and self-sharpening stainless steel knife.
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https://www.fimarspa.it/en/potenza-kw/0-75-en/
https://www.fimarspa.it/en/alimentazione/230v-1n-50hz-230-400v-3-50hz-en/
https://www.fimarspa.it/en/prod-h-tritacarne-kg-h/100%c3%b7160-kg-h-en/
https://www.fimarspa.it/en/dimensioni-macchina/400-x-250-x-500h-mm-en/
https://www.fimarspa.it/en/peso-netto-kg/21-en/
https://www.fimarspa.it/en/peso-lordo-kg/23-en/
https://www.fimarspa.it/en/dimensioni-imballo/470-x-300-x-480h-mm-en/
https://www.fimarspa.it/en/volume-imballo-m3/0-068-en/

